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~ ZOECON® Altosid® XR Extended
Residual Briquets

A Sustained Release Product to Prevent Adult Mosquito Emergence

Supplemental Label

For Control of Culex spp. in Storm Water Drainage Areas, Sewers and

T

Catch Basins.

EPA Reg. No. 2724-421

Directions for Use

It is a violation of Federal law to use this product in a manner inconsistent wnth its labeling.

Important

Before using this product read and carefully observe all application directions, restrictions and

precautionary statements on the EPA-registered container label.

Introduction: ALTOSID® XR Briquets are designed to release effective levels of methoprene
insect growth regulator over a period up to 150 days in mosquito breeding sites. Release of
methoprene insect growth regulator occurs by dissolution of the briquet. Note: Methoprene
insect growth regulator has no effect on mosquitoes which have reached the pupal or adult
stage prior to treatment.

Application Time: Placement of ALTOSID XR Briquets should be at or before the beginning of
the mosquito season. ALTOSID XR Briquets can be applied prior to flooding when sites are
dry, or on snow and ice in breeding sites prior to spring thaw. Under normal conditions, one
application should last the entire mosquito season, or up to 150 days, whichever is shorter

Alternate wetting and drying will not reduce their effectiveness.

Application Rates: For catch basins place one briquet into each basin. In cases of large catch
basins follow the chart below to determine the number of briquets to use. For storm water
drainage areas place one briquet per 100 ft square of surface area up to 2 feet deep. In areas
that are deeper than 2 feet use one additional briquet per 2 feet of water depth.

Large water flows may increase the dissolution of the briquet thus reducing the residual life of
the briquet. Regular inspections (visual or biological) in areas of heavy water flow may be

necessary to determine if the briquet is still present. The retrea

based on the results of an inspection.
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Altosid XR Briquets Application Chart LABEL NOT REVIEWED
Number of Catch basin Surface area/ T
briquets size (Gallons) Water depth

(feet)

1 0-1500 0-2
2 1500-3000 2-4
3 3000-4500 4-6 Lc‘" L 2439%
4 4500-6000 6-8 -
THIS LABELING MUST BE IN THE POSSESSION OF THE USER AT THE TIME OF
APPLICATION.
Registrant:

WELLMARK INTERNATIONAL
Schaumburg, lllinois

ALTOSID® XR Extended Residual Briquets and ZOECON®
are registered trademarks of Wellmark International.




